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TECHNOLOGY  CHANGES  PERFORMANCE

INNOVATION  ILLUMINATES  THE   FUTURE

EASY OF INSTALLATION
Adjustable beam angle,up to 240°

CONTROL SYSTEM
Optimized for live brooadcast system by
 wireless data transmission makes easily
 on color tuning and dim options,Real time 

monitoring are available on the working
 status and proformance of every fixtures, 

recognize potential problems.

THERMAL  
MANAGMENT

Seamless link of aerometal materials 
and numerous vents on 

heat sink improved heat management, 
keeps away from all field heat,

ensures the stability of light system
 

SOLID STATE DESIGN
Unique "SSD" design, simply & Advance,

No components are non-removable,
 ensures durability of led chip.

All parts are individual, rugged and strong

SMALL  ELECTRON
GREAT  POWER

Adoption advanced technology,
photoelectric conversion in most efficient method,

energy saving, and producing more lights out

NO ELECTRICAL INTERFERENCE
State-of-the art circuit system woking perfectl with other systems,
Ultra-low EMI noise generation eliminating electrical interference

Products are designed with seamless 
combination of advanced  free forms optics 
and structure. Unique micro multi facet Optic
design makes the light uniformity  even and 
reduced glare.
Advanced material maximizes light transmittance.

OPTICS



480.0

300 W±5％System Power
       Usage

Lumen Output

Luminous
efficiency

Led Brand

Power Frequency

Input Voltage

Angle(°)

                    130LM/W

5.7KG±0.5

      

PowerSupply

50-60Hz

MeanWell

      Storage 
Temperature   （-40~+70℃）

39,000LM

                   LUMILEDS

                     100-240VAC/200-480VAC

Material Cold Forging Aluminum

Beam Angle

Finish

 CRI

CCT

    IP66

﹥70Ra/80Ra

    Ingress 
 Protection

NW:15.1KG±0.5  GW: 17KG±0.5      Internal 
Driver Version

     Remote 
Driver Version

�   Φ363*H480mm   Lamp Dimension

      L450*W450*H540mmPackage Size

     15°/30°/45°/80°/120°

Power Factor

   Operating 
Temperature

   Operating 
   Humidity

  （-30~+50℃）

15-90%RH

  Dimming
Control Option

﹥0.93

Total Harmonic 
    Distortion

      EPA

＜15％

Certification

                            3000K, 4000K, 5000K, 5700K, 6500K

        UL/ETL/DLC/FCC/CE/RoHS/SAA

1.60ft²

     Black+Red

 1-10V/DMX/DALI

/

Ø363.0
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480.0
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400 W±5％System Power
       Usage

Lumen Output

Luminous
efficiency

Led Brand

Power Frequency

Input Voltage

Angle(°)

                    130LM/W

5.7KG±0.5

      

PowerSupply

50-60Hz

MeanWell

      Storage 
Temperature   （-40~+70℃）

52,000LM

                   LUMILEDS

                     100-240VAC/200-480VAC

Material Cold Forging Aluminum

Beam Angle

Finish

 CRI

CCT

    IP66

﹥70Ra/80Ra

    Ingress 
 Protection

NW:15.7KG±0.5  GW: 18KG±0.5      Internal 
Driver Version

     Remote 
Driver Version

�   Φ363*H480mm   Lamp Dimension

      L450*W450*H540mmPackage Size

     15°/30°/45°/80°/120°

Power Factor

   Operating 
Temperature

   Operating 
   Humidity

  （-30~+50℃）

15-90%RH

  Dimming
Control Option

﹥0.93

Total Harmonic 
    Distortion

      EPA

＜15％

Certification

                            3000K, 4000K, 5000K, 5700K, 6500K

     UL/ETL/DLC/FCC/CE/RoHS/SAA

1.60ft²

     Black+Red

 1-10V/DMX/DALI

/

Ø363.0



480.0
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500 W±5％System Power
       Usage

Lumen Output

Luminous
efficiency

Led Brand

Power Frequency

Input Voltage

Angle(°)

                    130LM/W

5.7KG±0.5

      

PowerSupply

50-60Hz

MeanWell

      Storage 
Temperature   （-40~+70℃）

65,000LM

                   LUMILEDS

                     100-240VAC/200-480VAC

Material Cold Forging Aluminum

Beam Angle

Finish

 CRI

CCT

    IP66

﹥70Ra/80Ra

    Ingress 
 Protection

NW:15.7KG±0.5  GW: 18KG±0.5      Internal 
Driver Version

     Remote 
Driver Version

�   Φ363*H480mm   Lamp Dimension

      L450*W450*H540mmPackage Size

     15°/30°/45°/80°/120°

Power Factor

   Operating 
Temperature

   Operating 
   Humidity

  （-30~+50℃）

15-90%RH

  Dimming
Control Option

﹥0.93

Total Harmonic 
    Distortion

      EPA

＜15％

Certification

                            3000K, 4000K, 5000K, 5700K, 6500K

      UL/ETL/DLC/FCC/CE/RoHS/SAA

1.60ft²

     Black+Red

 1-10V/DMX/DALI

/

Ø363.0



Ø472.0 582
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600 W±5％System Power
       Usage

Lumen Output

Luminous
efficiency

Led Brand

Power Frequency

Input Voltage

Angle(°)

                    130LM/W

5.7KG±0.5

      

PowerSupply

50-60Hz

MeanWell

      Storage 
Temperature   （-40~+70℃）

78,000LM

                   OSRAM/CREE

                     100-240VAC/200-480VAC

Material Cold Forging Aluminum

Beam Angle

Finish

 CRI

CCT

    IP66

﹥70Ra

    Ingress 
 Protection

NW:28KG±0.5  GW: 32KG±0.5      Internal 
Driver Version

     Remote 
Driver Version

�   Φ472*H582mm   Lamp Dimension

�  Luminair: L620*W620*H630mm;    Driver: L460*W285*235mmPackage Size

     15°/20°/25°/40°/60°/80°

Power Factor

   Operating 
Temperature

   Operating 
   Humidity

  （-30~+50℃）

15-90%RH

  Dimming
Control Option

﹥0.93

Total Harmonic 
    Distortion

      EPA

＜15％

Certification

                            3000K, 4000K, 5000K, 5700K, 6500K

    UL/ETL/DLC/FCC/CE/RoHS/SAA

1.60ft²

     Black+Red

 1-10V/DMX/DALI

Luminair NW:21.5KG±0.5  GW: 25.5KG±0.5;       Driver NW: 8.4KG±0.5  GW: 9.5KG±0.5



Ø472.0 582
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750 W±5％System Power
       Usage

Lumen Output

Luminous
efficiency

Led Brand

Power Frequency

Input Voltage

Angle(°)

                    130LM/W

5.7KG±0.5

      

PowerSupply

50-60Hz

MeanWell

      Storage 
Temperature   （-40~+70℃）

97,500LM

                   OSRAM/CREE

                     100-240VAC/200-480VAC

Material Cold Forging Aluminum

Beam Angle

Finish

 CRI

CCT

    IP66

﹥70Ra

    Ingress 
 Protection

NW:28KG±0.5  GW: 32KG±0.5      Internal 
Driver Version

     Remote 
Driver Version

�   Φ472*H582mm   Lamp Dimension

�  Luminair: L620*W620*H630mm;    Driver: L460*W285*235mmPackage Size

     15°/20°/25°/40°/60°/80°

Power Factor

   Operating 
Temperature

   Operating 
   Humidity

  （-30~+50℃）

15-90%RH

  Dimming
Control Option

﹥0.93

Total Harmonic 
    Distortion

      EPA

＜15％

Certification

                            3000K, 4000K, 5000K, 5700K, 6500K

       UL/ETL/DLC/FCC/CE/RoHS/SAA

1.60ft²

     Black+Red

 1-10V/DMX/DALI

Luminair NW:21.5KG±0.5  GW: 25.5KG±0.5;       Driver NW: 9.2KG±0.5  GW: 10.3KG±0.5



Ø472.0 582
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1000 W±5％System Power
       Usage

Lumen Output

Luminous
efficiency

Led Brand

Power Frequency

Input Voltage

Angle(°)

                    130LM/W

5.7KG±0.5

      

PowerSupply

50-60Hz

MeanWell

      Storage 
Temperature   （-40~+70℃）

13,0000LM

                   OSRAM/CREE

                     100-240VAC/200-480VAC

Material Cold Forging Aluminum

Beam Angle

Finish

 CRI

CCT

    IP66

﹥70Ra

    Ingress 
 Protection

NW:28KG±0.5  GW: 32KG±0.5      Internal 
Driver Version

     Remote 
Driver Version

�   Φ472*H582mm   Lamp Dimension

�  Luminair: L620*W620*H630mm;    Driver: L460*W285*235mmPackage Size

     15°/20°/25°/40°/60°/80°

Power Factor

   Operating 
Temperature

   Operating 
   Humidity

  （-30~+50℃）

15-90%RH

  Dimming
Control Option

﹥0.93

Total Harmonic 
    Distortion

      EPA

＜15％

Certification

                            3000K, 4000K, 5000K, 5700K, 6500K

        UL/ETL/DLC/FCC/CE/RoHS/SAA

1.60ft²

     Black+Red

 1-10V/DMX/DALI

Luminair NW:21.5KG±0.5  GW: 25.5KG±0.5;       Driver NW: 9.2KG±0.5  GW: 10.3KG±0.5



Ø472.0 582
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1250 W±5％System Power
       Usage

Lumen Output

Luminous
efficiency

Led Brand

Power Frequency

Input Voltage

Angle(°)

                    130LM/W

5.7KG±0.5

      

PowerSupply

50-60Hz

MeanWell

      Storage 
Temperature   （-40~+70℃）

162,500LM

                   OSRAM/CREE

                     100-240VAC/200-480VAC

Material Cold Forging Aluminum

Beam Angle

Finish

 CRI

CCT

    IP66

﹥70Ra

    Ingress 
 Protection

/     Internal 
Driver Version

     Remote 
Driver Version

�   Φ472*H582mm   Lamp Dimension

�  Luminair: L620*W620*H630mm;    Driver: L460*W285*235mmPackage Size

     15°/20°/25°/40°/60°/80°

Power Factor

   Operating 
Temperature

   Operating 
   Humidity

  （-30~+50℃）

15-90%RH

  Dimming
Control Option

﹥0.93

Total Harmonic 
    Distortion

      EPA

＜15％

Certification

                            3000K, 4000K, 5000K, 5700K, 6500K

       UL/ETL/DLC/FCC/CE/RoHS/SAA

1.60ft²

     Black+Red

 1-10V/DMX/DALI

Luminair NW:21.5KG±0.5  GW: 25.5KG±0.5;       Driver NW: 11.4KG±0.5  GW: 12.5KG±0.5
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EXPLOSIVE VIEW-INTERNAL:

DRIVER OPTION:

HD-SP SERIES IS BASED ON HBS UFO HIGH BAY LIGHT:

HBS-400W/500WHBS-300WHeat Sink

9/12



INSTALLATION:

Lamp body

Light barrier

put the light barrier on the lamp body

Use 5pieces of M5*12MM Hexagon screws to lock 
the optical chopper on the lamp body

M5*12mm Hexagon screw

200.0
Ø62.5

Ø21.0

21
.0

35.0

R5.3

1: Fix the M20 bolt at the  mounting surface plate 
2:Fix the rotatable bracket on the M20 bolt

M20 Bolt 
200

Mounting surface plate 

3: Put the plain washer& lock washer in the M20 bolt 
4:Fasen the nut, fix the light on the mounting surface

 M20 Nuts

5:Adjust the beam angle
6:Lock the binding bolt to fasten the light body

Binding bolt 

240°Beam angle rotatable

Min installation postion Max installation postion

Wiring Diagram label

brack          --L--  
White          --N--   
green

L L

N N

GND GND
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EXPLOSIVE VIEW-REMOTE:

DRIVER OPTION:

Internal Driver Remote Driver

REMOTE DRIVER BOX:

Remote Driver Box
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INSTALLATION:

PHOTOMETRIC DIAGRAMS:

Adjustable angle:240 °

                       NEMA 2

Height Mac FC
Beam 

Diameter

40 ft 721 20 ft

80 ft 180 41 ft

120 ft 80 61 ft

160 ft 46 82 ft

200 ft 30 102 ft

Beam Angle = 14.9° , Field Angle = 32°

                       NEMA 5

Height Mac FC
Beam 

Diameter

40 ft 91 67 ft

80 ft 21 134 ft

120 ft 9 201 ft

160 ft 6 268 ft

200 ft 4 336 ft

Beam Angle = 40° , Field Angle = 80°

Light barrier

Heat sink 

Put the light barrier on the lamp body

M5*12mm Hex Screw

Use 6 pcs of M5*12MM Hex Screw
 to lock the light barrier on the lamp body

200.0

Ø62.5

Ø21.0

21
.0

35.0

R5.3

200.0

1: Fix the M20 bolt at the  mounting surface plate 
2:Fix the rotatable bracket on the M20 bolt

Mounting surface plate 
M20 Bolt  M20 Nuts

3: Put the plain washer& lock washer in the M20 bolt 
4:Fasen the nuts, fix the light on the mounting surface

Binding bolt 

5:Adjust the beam angle
6:Lock the binding bolt to fasten the light body
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