
What's the definition of IP69K?
IP*9K:The light can be cleanned directly by high-pressure(8000-1000kPa) and high 
temperature water(85±5℃）
IP6*: The light is fully protected from dust 



What is  NSF standards?
This standard applies to lighting fixtures used in food processing and foodservice environments.
It ensures that lights used in these areas are easy to clean, resistant to contamination,and 
made of materials that won’t leach harmful substances into the food. The lighting should be 
sealed to prevent dirt and debris buildup.

According to NSF standards, the cable gland needs to be 
replaced with S316, and  plastic cable glands cannot be used.



What’s the advantage of EIS’s PC diffuser?
1. EIS uses Mitsubishi brand PC (S2000), which offers better UV resistance. 
2. The 3mm cover can be directly used outdoors, in seaside areas, on ships, and other locations 
with strong UV . 
3. The 3mm thick PC cover also has better corrosion resistance, making it suitable for 
environments such as chemical laboratories, chicken farms, and mushroom rooms, etc.

What’s the advantage of EIS’s PMMA diffuser?
1. The PMMA diffuser provides excellent corrosion resistance, making it highly durable in 
harsh environments.
2. It can effectively resist ammonia and other corrosive gases, protecting the lamp 
components from chemical damage.
3. Even in a sealed environment, the fixture will not yellow over many years, making it 
ideal for installation in chicken coops, cattle sheds, and similar agricultural settings.



Other selling points you may miss:
1. Lead-free solder paste is more environmentally friendly. The solder paste contains a higher 
amount of silver, which provides better conductivity.
2. Glow-wire 850℃&D-Mark test: Ensure that the product will not catch fire in the event of a fire.
3.  More durable silicone coating



Case Studies: Railway Station



Outdoor



Chicken Farm
IP69K can be utilized in chicken farms, with different CCT for broilers laying hens. When 
paired with ShineLong's intelligent controller, the lights can simulate the sunrise and sunset 
based on predefined settings.
The fermentation of chicken manure produces ammonia.  3MM PC cover can effectively 
prevent ammonia infiltration.



Food Processing Factory



Car Wash Station



Mushroom House 



Boat &Fire station staircase 



Underground 



Basement


