Rated Power

Ex mark

IP Grade
Corrosion-proof Grade
Input Voltage

Input Frequency

Beam Angle

Actual Luminous Efficiency

Color Temperature

CRI

Power Factor
Ambient Temperature
Lifetime

Net Weight
Dimension

Packing size

AAIl Fiqure

20/30/40/50W
EExdIIBT6
IP66

WF2

AC110/220V(applied to 90 ~305V)

50/60HZ

80 ~90Im/W (LED itself: 100lm/W)
Warm white: 2700 ~4500K/Pure white
>70
>0.90

-40~60C

60°/90°/120°/140°/140°(transversely)70°(vertically)

5000~ 6500K

> 50,000hrs
3.8Kg

220 x 220 x 202mm

o
AVEARGE BEAM ANGLE (80%) : 114.1DEG

120° Light distribution curve

290 x 290 x 320mm

HEIGHT

(60° BEAM ANGLE ) (20/30/40/50W)

Vertical illuminance Irradiation range
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o
AVEARGE BEAM ANGLE (20%) ; 134 206G

140° Light distribution curve

HEIGHT
(90° BEAMANGLE )

Verticalilluminance Irradiation range]
(20/30/40/50W)

61/95/121/155Lx  ®10M | _em_ 23/36/43/55Lx  ®15M
_________ 34/53/68/87Lx ®13M | _sm ____ 13/20/24/311Lx @17M
_______ 22/34/44/56Lx D 15M | _dom__ 8/13/16/20Lx @20M

15/24/30/39Lx @I7M 12M 6/9/11/14Lx ®24M

The minimum

lux at edge is 4 LX

The minimum lux atedge is 4 LX

HEIGHT

(120° BEAM ANGLE ) (20/30/40/50W)

Vertical illuminance Irradiation range|

HEIGHT

(140° BEAM ANGLE )

Vertical illuminance Irradiation range|
(20/30/40/50W)

3M 42/68/95/108Lx ©12M | M 33/50/61/79Lx ©13M

| _am 24/38/53/61Lx ®14M | _am 19/28/35/44Lx ®16M

| _5M___ 15/24/34/39L x ©16M | _5M___ 12/18/23/28L x ®18M

| _6M 10/17/24/271x ©18M | _6M_ 8/13/16/18Lx D 20M
The minimum lux at edge is 4 LX The minimum |lux at edge is 4 LX

Examples of mounting

27 PN

27 PN

Ceiling

Ceiling (Suspension boom)

Wall

Wall

Ceiling

|

Street light

Fence



