100W-500W HIGH BAY 100W-500W HIGH BAY

Specifications

Model No. q " Input Beam -
Aez0ok-io000¢| _ Dimension(mm) Voltage(V) | Wattage(W)| CRI | Lumen(Lm) | apgje(°) Certificate
mm m led HL-HBS10W11A1BUS-A ®260XH159.5 100 13,000/14,000
MEAN WELL MEAN WELL HL-HBS15W12A1BUS-A ®260XH159.5 150 19,500/21,000
HL-HBS20W19A1BUS-A ®260XH159.5 AC100-2 26,000/28,000 DEDEC/AECS
M LUMILEDS ) LUMILEDS w g Agzgg:4gg 200 80Ra |26, J 120°/50°/80 ";Lé\aCE/CB/
HL-HBS24W24A1BUS-A ®320XH151.5 240 31,200/33,600
80W-300W 80W-500W | 100W-200W HL-HBS30W26A1BUS-A ®320XH157.5 300 39,000/42,000
HL-HBS40WA2B-A ®360XH215 400 52,000/56,000
130LM/W 120°/30°/45°
140LM/W 130LMW | 130LMwW HL-HBS50WA2B-A ®360XH215 500 65,000/70,000 | /80
Function Options
1-10V Dimming Control Sensor Control | DALI Control | Zigbee Control | Occupancy Control |
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UFO HIGH BAY

UFO HIGH BAY

Specifications

MEAN WELL

|_I‘g1_EMJ \_1.1E_LL|

LiFud

LiFud

A LUMILEDS | LUMILEDS | ® LUMILEDS @

SOW-300W | BOW-200W | 100W-200W | 100W-200W
130LMAW

jigtm 1S0LM/W | 140LMAW | 430LMW
150LM/W

Input Beam
Model No. Dimension(mm) VoIt:fge(V) Wattage(W)| CRI | Lumen(Lm) Angle(®) Certificate
HD-HB04-100W ®252XH200 100 13,000/14,000
UL/DLC/FCC/
HD-HB04-150W ®252XH200 AC100-277 150 19,500/21,000 TUV/CE/CB/
AC277-480 el RCM
HD-HB04-200W ®295XH205.5 200 26,000/28,000
HD-HB04-240W ®295XH212 240 31,200/33,600 607/70° | CE/ROHS/RCM
HD-HB04-100WD ®252XH200 100 13,000/14,000 SoLlz0
UL/DLC/FCC/
HD-HB04-150WD ®252XH200 AT 150 eoR 19,500/21,000 TRUCV’\/ACE/CB/
AC277-480 a
HD-HB04-200WD ®295XH205.5 200 26,000/28,000
HD-HB04-240WD ®295XH212 240 31,200/33,600 CE/RoHS/RCM
Function Options
1-10V Dimming Control | Sensor Control DALI Control Zigbee Control | Occupancy Control
Dimension
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UFO HIGH BAY UFO HIGH BAY

Specifications
Lll Ud “nsu i i Input Beam -
Model No. Dimension(mm) Voltage (V) Wattage(W)| CRI | Lumen(Lm) Angle(°) Certificate
HD-HB05-100W. 100 13,000
60°/90°/120°
HD-HB05-120W 120 15,600
HD-HB05-120W-160 ®260X140 120 19,200 60°/70%/
100W-200WW | 100WV-200W 90°/120°
HD-HB05-120W-180 120 21,600
ETL/DLC/FCC/
130LMIMW 130LMMW HD-HB05-150W 150 19,500 TUV/CEICB/
AC100-277 80Ra RCM/RoHS
160LM/MW 160LM/W HD-HB05-200W ©295X152 200 26,000
180LM/W 180LM/W HD-HB05-100WD 100 13,000 60°/90°/120°
®260X140
HD-HB05-120WD 120 15,600
Product Features: HD-HB05-150WD ®260X140 150 19,500
54,000 Hours Life span HD-HB05-200WD ©295X152 200 26,000
Lumen maitenance>78%

Pure Aluminum radiator Di .
Working Voltage AC100-277V imension
100-200Watts available

100W-150W

Installation

AC100-277V
Connect the Connect the
e, PR R o AT T T e
waterpro of processing, the waterproof processing. beam angle you need.
Photometric Diagrams
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LED CANOPY LIGHT

((

75W-150W

7year

warranty

MW

| MEAN WELL

DLC 4.2

™ LUMILEDS

LED CANOPY LIGHT

Specifications

Light Size Input Beam o
Model No. %mm) Voltgge(V) Wattage(W)| CRI | Lumen(Lm) | apgje(°) Certificate
HD-CP01-075W AC100-277V
TS 380(L)X380(W)X50(H) T 75 9,000
HD-CP01-100W AC100-277V
HD-CPO1-100W-S 380(LX38O(WIXSO(H) ™ c200-480v 100 s0Ra 12y 1or ETLCETLDLC
HD-CP01-130W AC100-277V el
HD-CP01-130W-S SR ELRPEI ) AC200-480V 130 15,600
HD-CP01-150W AC100-277V
T TSowTE 380(L)X380(W)X50(H) T 150 18,000
Dimension
3
( 1 :
265 184 R
Pl Glssens
Accessory
50mi 50mr
69.5mm
Light Size
Installation

@ installing in the ceiling

NS

AANGLE(SO%F110, 1 O

GLASS 110DE

UsTeo"

Intertek
5010029

@.

2) installing in the sheet metal box

N

(3 mounting of tublar support

FE C€ ERP
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LEDAREALIGHT

100W-320W

INVENTRNICS

™ LUMILEDS

DLC 4.2 premium
125Im/w

LEDAREALIGHT

Specifications

Light Size Input Beam »
Model No. (mm) Voltage(V) | Wattage(W)| CRI | Lumen(Lm) | Apgle(°) Certificate
HD-ALO1-80W 80 10,000
AC100-277
HD-AL01-100W 100 12,500
HD-AL01-120W 120 15,000
470(L)X321(W)X104(H)
TYPEI
HD-AL01-150W AC100-277 150 S0Ra 18,750 YRR C%L/LS“/_/C(E:/
AC200-4 @ 1one ROHS/DL
HD-ALO1-180W 200-480 180 22,500 90°/120
HD-AL01-200W 200 25,000
HD-AL01-300W 300 37,500
656(L)X321(W)X112(H) | AC100-277
HD-AL01-320W 320 40,000

Dimension

656

321

470

Knuckle Mounting

Installation

Knuckle Mounting

Photometrics

s

321

426

AN

/“\“‘Wb N
Nin%

N,

886

90X120
AsymmeticalSuper Wide

LISTED

LUMINAIRE
E481931

cus @

TYPEN
Asymmerical Vide

Trunnion Mounting

329

329

386

TYPE NI

321

606

Wall Mounting

Wall Mounting

Asymmetical Utra Wide:

RoHS
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LED PARKING LOT LIGHT

8ow-300w

MW

MEAN WELL

™ LUMILEDS

DLC 4.2 premium

Specifications

LED PARKING LOT LIGHT

Light Size Input Beam o
Model No. (mm) Voltage(V) | Wattage(W)| CRI | Lumen(Lm) | apgje(°) Certificate
HL-FLO8W1YVXDUE-A 385.5(L)X340.5(W) 80 8,800/10,000
HL-FL10W1YVXDUE-A 385.5(L)X340.5(W) 100 11,000/12,500
HL-FL12W1YVXDUE-A 385.5(L)X340.5(W) 120 13,200/15,000| TYPEI ULBLEEE)
AC100-277 ggg% TUV /CE/CB
HL-FL15W1YVXDUE-A 385.5(L)X340.5(W) e 150 80Ra | 16,500/18,750|  TYPEL] JRCM
HL-FL20W1YVXDUE-A 385.5(L)X340.5(W) 200 22.000/25,000 | 30°/60°/120°
HL-FL22W1YVXDUE-A 385.5(L)X340.5(W) 220 24,200/27,500
HL-FL30W1YVXDUE-A 385.5(L)X340.5(W) 300 33,000/37,500

Function Options

Surge Protection

A 10kV common surge(line-to-ground) and

NEMA Twistlock Photocontrol Receptacle
Optinal gasketed receptacle for mounting

Light Squrare Trim Plate Finish

An optional finish to match LED trim plates
to the housings exterior allows luminaire to

125Im/w

differential surge(line-to-line) mode
protection is standard.

standard NEMA phontocontrol

(order separately) blend seamlessly in any site lighting

application.
Dimension
3855 ——~ 3855 —~| 3865 —| B
O I = =
of 3 of g e b = T
=0
768
5 - 5540 5
Trunnior mounting Wall mount Extruded Arm mounting slip Fitter mounting
Installation
2@ 180° Triple’

Triple2

Photometric Diagrams

Type V Square Medium

Type 1 Type Il Roadway
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LED FLOOD LIGHT LED FLOOD LIGHT

Specifications

Model No i i Input Beam .
: Dimension(mm) Voltage(V) | Wattage(W)| CRI | Lumen(Lm) |  apgje(°) Certificate
HD-FL250W 339X331X102 250 30,000
HD-FL500W 392X507X165 500 65,000 °/20°/30°
AC100-277 70Ra 157/20°/30° | GE/RoHS
2 5 0 W HD-FL1000W. 677X507X165 1000 130,000 110°
-
HD-FL1500W 939X507X165 1500 195,000
Function Options
=
L4
-Eu
| 1-10V Dimming Control Sensor Control DALI Control Zigbee Control Occupancy Control

Dimension

MEAN WELL

392mm

507mm

1 2 5' mlW Installation

939mm

0 el T
[ I l [
l‘lﬁ—‘—J‘l‘——H—““—‘—‘—

507mm

cu; N
) ERP %
E481931
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SPORTS LIGHTING

MEAN WELL

M

MEAN WELL

M LUMILEDS| OSRAM

J00W -500W E00W-1250W
130LM/W 130LM/W

30°45°80°120° | 15°20°25°40°60"

SPORTS LIGHTING

Specifications

Model No. Dimension(mm) Voll?:;é(V) Wattage(W)| CRI | Lumen(Lm) AEZ?;?o) Certificate

HD-SP300WVCT-AXX L380XH478 300
HD-SP400WVCT-AXX L380XH478 400 52,000 30°45°80°120°
HD-SP500WVCT-AXX L380XH478 500 65,000 UL/CUL/ENEC
HD-SP600WVCT-AXX L533XH582 22;231; 600 70Ra 78,000 /CE/DLC/SAR
HD-SP750WVCT-AXX L533XH582 750 97,500 15920°25°40°60°
HD-SP1000WVCT-AXX L533XH582 1000 130,000
HD-SP1250WVCT-AXX L533XH582 1250 162,500
Function Options

1-10V Dimming Control DMX512 DALI Control Zigbee Control Occupancy Control

Dimension

Installation

LISTED

LUMINAIRE
E481931

Photometric Diagrams

NEMA 2 NEMA 5

. Beam . Beam
Height Mac FC Diameter Height Mac FC Diameter

40 ft 721 20 ft 40 ft 91 67 ft

80 ft 180 41t 80 ft 21 134 ft

120 ft 80 61 ft 120 ft 9 201 ft

160 ft 46 82 ft 160 ft 6 268 ft

200 ft 30 102 ft 200 ft 4 336 ft

Beam Angle = 14.9 ° , Field Angle = 32 °

Beam Angle =40 * , Field Angle = 80 ~

S5 & CB (€ ERP s
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2018 New Area Light

HL LED Area Light

| L;linous
Efficacy up to
140Im/W

19

(] #4 Bk iR

MW

Specifications

2018 New Area Light

Light Size

Input

Beam

SOSEN SOSEN LED DRIVER
M LUMILEDS | " LUMILEDS
100W-500W 100W-500W

140LM/W

140LM/W

The fixture
protection-..
grade is IP66

Model No. (mm) Voltage(V) | Wattage(W)| CRI | Lumen(Lm) | angle(°) Certificate
HL-PLO8WCCXXYYZ0 80W 1,1200
HL-PL10WCCXXYYZ0 428*304*88 100W 14,000
HL-PL15WCCXXYYZ0 150W 21,000 TYPE 1I-M
TYPE IlI-S
HL-PL18WCCXXYYZ0 AC100-277 185W 60R 23100 TYPEIII-M | cyL/UL/CE/
AC200-480 a TYPE IV-M | ROHS/DLC
HL-PL24WCCXXYYZ0 240W 33,600 TYPE V-M
595*304*92 90°*120°
HL-PL30WCCXXYYZ0 300W 42,000 igo
HL-PL40WCCXXYYZ0 400W 56,000 60°
768*304*105
HL-PL50WCCXXYYZ0 500W 70,000

Dimension

A Top View

Knuckle Mounting

Photometrics

304mm

A Left View

4 Elevation View

Aplications
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